
HIGH PERFORMANCE
MAXIMUM FLEXIBILITY



OPERA NESCUT RECUT 

SOFTWARE

BOOSTER. Cutting   accuracy and flexibility

Extremely rapid results and material yield 
optimization. Opera nesting software 
automatically nests the shapes to be 
cut on the leather hide, by scanning the 
perimeter of the material. Intuitive graphic 
interface manages many functions: 
high-resolution leather image acquisition; 
automatic detection of defects; 
configuration of nesting parameters. 
Generates and stores nesting criteria, 
statistics and reports.

Optical recognition software for 
automatic nesting of shapes on printed 
materials with logos, textures, or regular 
patterns. Nescut automatically places 
the shapes to be cut by adapting the 
theoretical nesting provided by the 
stylist/designer to the real design of the 
material. Nescut comes together with 
the hardware kit necessary to illuminate 
and scan the material.

Optical recognition software for drafts 
(blanks), positioned on the working area. 
Once the blanks have been semi-worked 
and are repositioned on the cutting area, 
Recut software automatically nests the 
net shapes to be cut.

Booster continues to evolve, whilst maintaining the 
perfect combination of e�ciency and versatility which 
distinguish this high-performance cutting system.
A point of reference for all leather cutting operators, 
its new design combines aesthetics and functionality, 
perfectly reflecting its unique personality.
Able to cut both natural and synthetic materials, whilst 
complying with the highest quality standards for 
which Elitron synonymous.

Two working areas.

Multi-tool cutting head (5 & 7 tools).

Working area divided into vacuum sectors, activated automatically
by software.

Solid cellular steel structure.

Video Projection software to easily nest shapes directly onto material.

Domino software manages different jobs, divided by size, and 
material type. To optimize nesting results, this software groups
shapes from different models, to be cut from the same material.
Developed in Windows™ OS.

Industry 4.0 ready.

Compact carters for greater sound reduction.

Design and Technology 100% Made in Italy.

MAIN FEATURES BOOSTER 
SIMPLY
THE BEST

BOOSTER

Sectored Vacuum
System for a
Perfect Hold

A powerful vacuum system, 
managed by software, ensures 

the material is perfectly held
in place throughout the

entire cutting process. The 
vacuum is automatically 

activated by software only 
where necessary.

Direct Video Projection

The Video Projection system optimizes material 
yield and avoids waste, as the shapes to be cut are 

projected on to the leather with extreme clarity and 
brightness - “virtual dies”. The operator can easily 

position them, selecting the model and the size 
and rotating them to the desired position.

Multi-tool cutting head 

The system is equipped with an extremely sturdy
multi-tool carriage, with easy tool removal, and designed
for quick and easy maintenance. The carriage can be 
equipped in two configurations:
5 tools - 1 electric or pneumatic knife tool, 2 perforators,
1 pen and 1 punch;
7 tools - 2 electric knives or 1 electric knife and 1 shaped 
rotary perforator, 3 perforators, 1 pen and 1 punch.

Shape Rotary Punch

The 7-tool version second knife unit can
be replaced with a special tool, equipped
with a shape rotary punch. This shape rotary 
punch can take the form of hearts, flowers, 
rhombuses, and other shapes or groups of
micro-holes, and these will be cut in the
exact position as indicated on the CAD file.

Structure

Booster is designed to guarantee robustness, stability, 
durability, and constant high quality over time.
The working area is made up of a solid, mono-block 
cellular steel structure, divided into vacuum sectors. 
The working area is inclined for easy operator access, 
and to allow perfect visibility of the leather. The base
of the machine is a solid welded steel structure.

OPERAネスティングソフトウェアは、
スキャンした材料の範囲内に、材料の歩留まりを
最適化し、非常に迅速に計算し、その結果
裁断型を自動的に型入れして裁断することも
できます。（別途、Visioスキャンが必要です。）
直感的なグラフィックインターフェイスは多くの
機能を管理します。
型入れ基準を生成して保存し、数値を設定
すれば、高解像度の革の画像取得で、
革材料の欠陥（傷）の自動検出を行います。
裁断後の歩留まり効率やそのレポート作成も
行います。

NESCUTは、ロゴ、テクスチャ、
または通常の素材パターンが印刷された
素材への自動型入れのための光学認識
ソフトウェアです。
素材をスキャンするために必要な照明等の
ハードウエアキットを追加することによって、
型紙の設計者やデザイナーによって
意図される形状を自動的に型入れすること
ができます。

RECUTソフトウェアは、作業領域を光学認識
します。
必要に応じ、裁断されたパーツを再裁断する
場合、自動的に型入れすることができます。

ビデオプロジェクションシステムを使用すると、
仮想的に投影された裁断パーツを自由に素材上
に配置することが出来ます。
裁断パーツは入力された数量通りに型入れが
出来、オペレーターは品質や部位の適正化に集
中することで素材の歩留まりを最適化することが
できます。

強力な吸引力をソフトウェアによって
管理し、必要な範囲の機密性を自動的に
コントロールして、完璧な材料の固定を
保証します。

マルチツールカッティングヘッドは非常に信頼性が高く、
簡単に取り外し可能なツールを使用し、迅速なメンテナンス
が出来るように設計されています。カッティングヘッドは
以下のツールを装備することができます：
５つのツールのバージョンでは、1つの電動または空気圧式の振動裁断刃、
2つのパンチングツール（回転刃）、１つのキリ打ち、１つの銀ペンが作動します。
７つのツールのバージョンでは、2つの種類の違う電動式振動裁断刃、3つのパンチング
、1つの銀ペン、1つのキリ打ちが作動します。

7つのツールバージョンでは、2番目の裁断刃
は特別に成形された抜き型工具と交換でき、
可動する抜き型と統合することが可能です。
カットすることができるパターンでは、
小さな形状であるハート、花、菱形などや、
マイクロパンチンググループ（親子穴）などがあり、
これらをCAD上での設計通りに、正確に
正しい位置で作業させることができます。

Boosterは長期にわたる一定の安定性と品質を保証
するための堅牢性を有しています。
作業盤面は、一体構造の鋼材で構成されており、
セル構造の吸引セクターに分かれています。
オペレーターが革に簡単にアクセスでき、視認し易いように
裁断テーブルは傾斜しています。
機械の基礎はモノブロックユニット溶接鋼構造によってできています。

BOOSTERは日々進化を続けながら、
効率性と汎用性を完璧に組み合わせた
高性能皮革裁断システムをご提供いたします。

すべての皮革裁断オペレーターの注目するポイントである、
その新しいデザインは美学と機能性を兼ね備えており、
その独特の個性を完全に反映しています。

それは天然素材と合成素材の両方を裁断出来、その品質は
Elitronの最高品質基準に準拠しています。

2つの作業領域
マルチツールカッティングヘッド（5＆7ツール）
ソフトウェアによって自動的に裁断ポイントをアクティブ化
作業エリアに最適な吸引力を配して、完全に素材を固定
頑丈なセル型鋼構造
裁断型を素材上に直接簡単に型入れするビデオプロジェクションソフトウェア
Dominoソフトウェアは、サイズ、材料、種類で細分化された、さまざまな作業を
管理します。同じ素材上に異なる複数種類の裁断型を型入れする場合にも、
素材の歩留まりを最適化するもので、Windows™OS上で開発されています
インダストリー4.0対応
排気音低減のためのコンパクトなサイレンサーが、作業ストレスを軽減します
デザインとテクノロジーは100％イタリア製



TOOLS MATERIALS APPLICATIONS

Two, easily configurable, cutting heads, 
have been uniquely designed to meet the 
specific needs of the leather industry.

The multi-tool carriage lends itself 
to process an extremely wide variety 
of leathers and synthetic materials, 
continually guaranteeing maximum 
precision and cutting versatility.

Unlimited productivity is now possible 
thanks to the extraordinary flexibility of 
the Booster, which perfectly responds 
to the di�erent cutting requirements in 
numerous business sectors:

HammerADV

R
E

V.
20

19
-0

4

• Leather
• Textile
• Texon
• Tunit
• Cellulose

• Foam (up to 10 mm)
• Synthetics
• Eco-leather
• Cardboard

• Footwear
• Leather goods

5 Tool Configuration
• 1 electric or pneumatic 

knife
• 2 perforators
• 1 pen
• 1 punch

• Apparel 
• Accessories

7 Tool Configuration
• 1 main electric knife
• 1 secondary electric 

knife (or alternatively a 
shaped rotary perforator)

• 3 perforators 
• 1 pen
• 1 punch

ELITRON IPM srl

Viale I Maggio, 42 

63813 Monte Urano (FM)-Italy.

+39 0734.842221

elitron@elitron.com

www.elitron.com

TECHNICAL INFORMATION Booster

5 Tools version 7 Tools version EP Version

Working area (mm) 3000x1100 3000x1100 3000x1100

Machine dimensions (mm) 4140x2350x2650 4140x2350x2650 4140x2350x2650

Maximum axis
movement speed 70 mt/min 70 mt/min 70 mt/min

Tools set

1 Electric knife
2 Perforators

1 Pen
1 Punch

2 Electric knives
3 Perforators

1 Pen
1 Punch

1 Electric knife (or pneumatic)
2 Perforators

1 Pen
1 Punch

Electrical power supply Tri-phase + neutral 400 VAC - 50 Hz - 10 kW Tri-phase + neutral 400 VAC - 50 Hz - 10 kW Tri-phase + neutral 400 VAC - 50 Hz - 10 kW

Pneumatic power supply Electrical 4-6 BAR 200 l/min Electrical 4-6 BAR 200 l/min Pneumatic 7-8 BAR 600 l/min

+

皮革裁断の世界のニーズをターゲットに、
様々な方法で対応するように設計された、
裁断SETが次の２つからお選びいただけます。

５Utility Set
●エレクトリック裁断刃x１
又はプネウマティック裁断刃x１
●パンチングツールx２
●ペンx１
●キリx１

マルチツールカッティングヘッドは、
多種多様な革及びその他の合成材料を、
最高の精度と汎用性で裁断可能です。

●皮革
●ベンズ等の厚い革
●生地
●TEXON（中底材）
●合成底材

7Utilitiy Set
●Mainエレクトリック裁断刃x１
●Subエレクトリック裁断刃x１
（交換式の可動式成形抜き型）
●パンチングツールx３
●ペンx１
●キリx１

●ファイバーボード
●スポンジ（１０mm厚まで）
●合成化学繊維
●人工皮革
●厚紙材

生産性に制限はありません。
ブースターの並外れた柔軟性は、
様々な業界の多様なニーズを満たすことが
可能です。

●製靴業
●袋物製造業

●衣料品製造業
●アクセサリー製造業

技術情報

裁断可能範囲（mm)

機材寸法（mm)

裁断軸移動最高速度

ツールセット

電源

空気圧/流量

3000 x 1100

4140 x 2350 x 2650

70 mt/min

電動振動裁断刃　x１
パンチングツール　x２

銀ペン　x１
キリ　x１

三相 + アース　４００VAC　５０Hz  10kW

4－６ BAR       200 Little/min   

3000 x 1100

4140 x 2350 x 2650

70 mt/min

電動(又は空気圧式）振動裁断刃　x１
パンチングツール　x２

銀ペン　x１
キリ　x１

三相 + アース　４００VAC　５０Hz  10kW

７－８ BAR       ６00 Little/min   

3000 x 1100

4140 x 2350 x 2650

70 mt/min

電動振動裁断刃　x2
パンチングツール　x3

銀ペン　x１
キリ　x１

三相 + アース　４００VAC　５０Hz  10kW

4－６ BAR       200 Little/min   


